Contents
--------

0 Introduction
1 System requirements
1.1 Computer model
1.2 Operating system
1.3 Secondary storage

2 System elements
2.1 Job control language
2.1.1 Job statement
2.1.2 Execute statement
2.1.3 Data definition statement
2.1.4 Catalogued procedures
2.2 SIMULA system elements
2.2.1 Compiler
2.2.2.1 Compiler parameters
2.2.2 Linkage Editor
2.2.3 Object program
2.2.3.1 Object program parameters
2.2.3.2 Return code
2.2.4 Storage management under RTX
2.3 External procedures and classes
2.4 Use of catalogued procedures
2.4.1 Using the SIMULA system with the JCL procedure SIM.

3 Hardware and implementation defined restrictions and capacity limitations
3.1 Permitted ranges of arithmetic quantities, precision of real number arithmetic
3.2 Maximum sizes of block instances, arrays and texts
3.3 Program capacity limitations
3.4 Object program storage requirements

4 Implementation defined parts of the SIMULA language
4.1 Use of system prefixes
4.2 Accepted virtual specifiers and rules for virtual matches
4.3 Collating sequence
4.4 Initialisation of character variables
4.5 Evaluation of Boolean expressions
4.6 For statements
4.7 Parameter type correspondence
4.8 Separator
4.9 Power-of-ten symbol
4.10 Edit overflow
4.11 Formats of editing procedures
4.12 Mathematical subroutines
4.13 Array subscript checking
4.14 External procedures
4.15 External classes
4.16 Assembly and Fortran procedures
4.17 Random drawing procedures
4.18 Attribute protection

5 Object program input/output
5.1 OS 360/370 data management terminology
5.2 Principles of OS 360/370 data management
5.2.1 Device independent restrictions
5.2.2 Run-time specification of I/O processing parameters
5.3 Data definition statement (DD statement)
5.3.1 Binding a file to a data set
5.3.2 Creating a data set on magnetic tape, disk or drum
5.3.2.1 Naming a data set
5.3.2.2 Allocating a data set
5.3.2.3 Direct-access storage
5.3.2.4 Magnetic tape
5.3.3 System output
5.3.4 Retrieving a data set
5.3.5 System input
5.3.6 Disposition of a data set
5.3.7 Sequential data sets: characteristics and processing options (outfile, infile)
5.3.7.1 Fixed record length
5.3.7.2 Blocked records
5.3.7.3 Variable and undefined record formats
5.3.7.4 Carriage control character
5.3.7.5 Additional DCB subparameters
5.3.8 Printfile data sets
5.3.9 Direct data sets
5.4 End-of-file text
5.5 Sysin and sysout

6 Debugging aids
6.1 Diagnostics
6.2 Tracing
6.2.1 Program control flow tracing
6.3 The symbolic dump facility
6.3.1 Design principles
6.3.2 Dump format
6.3.2.1 Blocks
6.3.2.2 Local quantities
6.3.2.3 Arrays
6.3.2.4 Text object
6.3.3 System overhead
6.3.4 System control
6.3.4.1 Compiler
6.3.4.2 RFS
6.3.4.3 Additional control remarks
6.3.5 Example
6.3.6 External utilities related to the SYMBDUMP facility
6.4 Dump

7 Dynamic profile of program execution
7.1 Objectives and design principles
7.2 Scope of the facility
7.2.1 Assignment counter
7.2.2 Frequency monitor
7.2.3 Data structure register
7.3 Output format of the respective components
7.3.1 Assignment count
7.3.2 Assignment frequencies
7.3.3 Generated data structures
7.4 Control
7.5 Example

8 Bibliography
Appendices

A  HARDWARE REPRESENTATION OF THE SOURCE LANGUAGE
B  COMPILER DIAGNOSTICS
C  RUN-TIME DIAGNOSTICS
D  SIZES OF RUN-TIME LIBRARY ELEMENTS
E  HOW TO DESIGN AN OVERLAY STRUCTURE
F  INTERNAL REPRESENTATION OF DATA STRUCTURES
G  HOW TO WRITE AN EXTERNAL ASSEMBLY OR FORTRAN PROCEDURE
H  SPECIFYING USER EXITS
I  SAMPLE JOB LISTING
J  CATALOGUED PROCEDURES
K  REPORT PROCEDURE
Introduction.

This SIMULA Programmers Guide is intended to cover all parts of SIMULA for 360/370 not covered by the defining document of SIMULA (see (12)).

This manual covers the essential features of System 360/370 OS Job Management, but is not meant to duplicate the IBM documentation of these items (see section 8). To take full advantage of the operating system facilities and installation dependent features, consult the IBM documentation and the system programmers at your own installation. This should not, however, be necessary except for unusually advanced applications, and when you have very high efficiency requirements.

If familiar with System 360/370 OS, you may skip sections 1, 2, 3.1.1 and 5, except for 2.2.1, 2.2.3, 2.3, 5.2.1, 5.3.1, 5.3.7, 5.4 and 5.5.